
 ATTACHMENT #21 

   

   

 

 

    
MINIMUM CFM 50 VALUES 

NUMBER OF COMBUSTION APPLIANCES THAT USE INSIDE AIR 
 

 

 
 

 
 

NUMBER OF 
OCCUPANTS OR 

NUMBER OF 

BEDROOMS 
PLUS ONE 

WHICHEVER IS 
GREATER 

 0 to 

1 

2 3 4 5 6 7 8 9 

1 1125 1125 1125 1125 1125 1350 1620 1890 2160 

2 1125 1125 1125 1125 1350 1620 1890 2160 2430 

3 1125 1125 1125 1350 1620 1890 2160 2430 2700 

4 1125 1125 1350 1620 1890 2160 2430 2700 2970 

5 1350 1350 1620 1890 2160 2430 2700 2970 3240 

6 1620 1620 1890 2160 2430 2700 2970 3240 3510 

7 1890 1890 2160 2430 2700 2970 3240 3510 3780 

8 2160 2160 2430 2700 2970 3240 3510 3780 4050 

9 2430 2430 2700 2970 3240 3510 3780 4050 4320 

10 2700 2700 2970 3240 3510 3780 4050 4320 4590 

11 2970 2970 3240 3510 3780 4050 4320 4590 4860 

12 3240 3240 3510 3780 4050 4320 4590 4860 5130 

13 3510 3510 3780 4050 4320 4590 4860 5130 5400 

14 3780 3780 4050 4320 4590 4860 5130 5400 5670 

15 4050 4050 4320 4590 4860 5130 5400 5670 5940 
 

 


